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§393.91

from occupying a space forward of a
perpendicular plane drawn through the
rear of the driver’s seat and perpen-
dicular to the longitudinal axis of the
bus. Every bus shall have clearly post-
ed at or near the front, a sign with let-
ters at least one-half inch high stating
that it is a violation of the Federal
Motor Carrier Safety Administration’s
regulations for a bus to be operated
with persons occupying the prohibited
area. The requirements of this section
shall not apply to any bus being trans-
ported in driveaway-towaway oper-
ation or to any level of the bus other
that the level in which the driver is lo-
cated nor shall they be construed to
prohibit any seated person from occu-
pying permanent seats located in the
prohibited area provided such seats are
so located that persons sitting therein
will not interfere with the driver’s safe
operation of the bus.

§393.91 Buses, aisle seats prohibited.

No bus shall be equipped with aisle
seats unless such seats are so designed
and installed as to automatically fold
and leave a clear aisle when they are
unoccupied. No bus shall be operated if
any seat therein is not securely fas-
tened to the vehicle.

[63 FR 49402, Dec. 7, 1988]
§393.92 [Reserved]

§393.93 Seats, seat belt assemblies,
and seat belt assembly anchorages.

(a) Buses—(1) Buses manufactured on
or after January 1, 1965, and before July
1, 1971. After June 30, 1972, every bus
manufactured on or after January 1,
1965, and before July 1, 1971, must be
equipped with a Type 1 or Type 2 seat
belt assembly that conforms to Federal
Motor Vehicle Safety Standard No.
2091 (§571.209) installed at the driver’s
seat and seat belt assembly anchorages
that conform to the location and geo-
metric requirements of Federal Motor
Vehicle Safety Standard No. 2101
(§571.210) for that seat belt assembly.

1Individual copies of Federal Motor Vehi-

cle Safety Standards may be obtained from
the National Highway Traffic Safety Admin-
istration. 1200 New Jersey Ave., SE., Wash-
ington, DC 20590-0001.
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(2) Buses manufactured on or after July
1, 1971. Every bus manufactured on or
after July 1, 1971, must conform to the
requirements of Federal Motor Vehicle
Safety Standard No. 2081 (§571.208) (re-
lating to installation of seat belt as-
semblies) and Federal Motor Vehicle
Safety Standard No. 2101 (§571.210) (re-
lating to installation of seat belt as-
sembly anchorages).

(3) Buses manufactured on or after Jan-
uary 1, 1972. Every bus manufactured
on or after January 1, 1972, must con-
form to the requirements of Federal
Motor Vehicle Safety Standard No.
2071 (§571.207) (relating to seating sys-
tems).

(b) Trucks and truck tractors—(1)
Trucks and truck tractors manufactured
on and after January 1, 1965, and before
July 1, 1971. Except as provided in para-
graph (d) of this section, after June 30,
1972, every truck and truck tractor
manufactured on or after January 1,
1965, and before July 1, 1971, must be
equipped with a Type 1 or Type 2 seat
belt assembly that conforms to Federal
Motor Vehicle Safety Standard No. 209
(§571.209) installed at the driver’s seat
and at the right front outboard seat, if
the vehicle has one, and seat belt as-
sembly anchorages that conform to the
location and geometric requirements of
Federal Motor Vehicle Safety Standard
No. 210 (§571.210) for each seat belt as-
sembly that is required by this sub-
paragraph.

(2) Trucks and truck tractors manufac-
tured on or after July 1, 1971. Every
truck and truck tractor manufactured
on or after July 1, 1971, except a truck
or truck tractor being transported in
driveaway-towaway operation and hav-
ing an incomplete vehicle seating and
cab configuration, must conform to the
requirements of Federal Motor Vehicle
Safety Standard No. 2081 (§571.208) (re-
lating to installation of seat belt as-
semblies) and Federal Motor Vehicle
Safety Standard No. 2101 (§571.210) (re-
lating to installation of seat belt as-
sembly anchorages).

(3) Trucks and truck tractors manufac-
tured on or after January 1, 1972. Every
truck and truck tractor manufactured
on or after January 1, 1972, except a

1See footnote to §393.93(a).
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